
+   To measure continuously CO2, CH4 

 (with NDIR sensor), O2 and H2S (with 

electrochemical cell) 

+ Optional measurements: 

 - H2S - high concentrations                         

    - H2 

+  Integral pressure and temperature 
compensation, for the maximum accuracy 
and reliability 

+ Multiple sampling up to 4 measuring 
points (expandable on request) 

+ IP54 Enclosure with anti-corrosive paint  

+  Integrated Panel PC touchscreen 7”  

+ Interface: analogue outputs 4-20mA and 
RS 232 data port (standard) 

+  Other optional digital interfaces 

SYSTEM DESCRIPTION 

BeGreen is the new analyzer designed by APT: 

it allows the continuous/discontinuous control 

of the biogas composition. 

It has been designed to be used for analysis in 

several points of the system (e.g. anaerobic 

digester), where reliable and precise 

measurement data are essential for controlling 

and optimizing the production process. 

Thanks to its rugged and compact design, 

BeGreen is also suitable for the most difficult 

and heavy industrial applications. 

BeGreen can also be easily installed and 
managed thanks to the integrated software, that 
leads the user in all analysis phases and ensures 
the complete data storage. 
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BIOGAS ANALYZER 
continuous measurement 



 

TECHNICAL SPECIFICATIONS 

Gases: Technology Measuring range Repeatability 

METHANE (CH4) Infrared NDIR 0-100% ± 0,2% 

CARBON DIOXIDE (CO2) Infrared NDIR 0-100% ± 0,2% 

OXYGEN (O2) Electrochemical 0-25% ± 0,1% 

HYDROGEN SULPHIDE (H2S) Electrochemical 0-20/0-200 ppm ±2,5% - ±1% 

Options:    

HYDROGEN SULPHIDE (H2S) high concentration Electrochemical 0-1500/3000/5000 ppm ±1% 

HYDROGEN (H2) Electrochemical 
0-2000/5000/10.000/ 
20.000/50.000 ppm ±1% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Distributed by: 

 

 

APT has a policy of constant products improvement and therefore 

 reserves the right to change the technical specifications without notice. 

KEY FEATURES 

▪ IP 54 Enclosure with anti-corrosive paint 

▪ 4 measuring points (expandable on request) 

▪ Integrated zero and span solenoid valves for manual and automatic calibration 

▪ 2 sample pumps KNF 0-2 L/min 

▪ Inlet / outlet flame arrestors 

▪ Size: 1300 x 905 x 400 mm 

▪ Weight: depending on the configuration 

 USER INTERFACE 

▪ Colour touchscreen display 7”  

▪ 4 off relay alarm contacts (SPDT) 

▪ 4 off analogue outputs 4-20mA 

▪ 1 off RS232 interface 

▪ Options : Ethernet, Profibus, Profinet, Modbus RS485 

 OPERATION CONDITIONS  

▪ Ambient temperature:  5° – 45°C 

▪ Ambient humidity: 0-80% RH 

POWER SUPPLY  

▪ Rated input voltage: 100-240 VAC 

▪ Power consumption: ≤ 80 W 
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Available on request 

AIR DESULPHURIZER 

✓ Automatically managed 

through the analyzer 
 

✓ Control with FuzzyLogic 

✓ Multiple inlet points 

✓ Individual control of 
several digesters 

 


